
Call today!  800.777.2671 
www.jjbodies.com

Spec up for big rock.
Spec down for great payload.
 
The DynaHauler® Semi-Elliptical (SE) steel 
dump body is designed to absorb impact 
and maximize volume. Featuring the 
proven durability and abrasion resistance 
of J&J Body Armor,  these dump bodies 
are designed to stand up to a constant 
diet of big rock or to maximize aggre-
gate payloads. You’ll increase the return 
on your truck investment when you 

purchase a J&J Semi-Elliptical steel body.

ISO 9001:2015 Certified.
Quality products, 
quality workmanship.

J&J Truck Bodies & Trailers 
is a division of 
Somerset Welding & Steel, Inc.
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The Right Steel for Your Body.

The Semi-Elliptical (SE) steel dump 
body is a great choice if you are 
hauling medium to large rock.

Rely on our experience.
 
There’s no substitute for a truck body 
built by the experts at J&J Truck Bodies 
& Trailers. We don’t cut corners and 
we don’t compromise on quality. Rely 
on our 55+ years of experience to build 
you the dump trucks you want - we’ll 
build them to your specification and 

application.



J&J dump bodies set the standard for quality and reliability.

10558 Somerset Pike
Somerset, PA 15501  USA 
Phone: 814.444.3400 
Fax: 814.443.2621
Toll Free: 800.777.2671 (USA only)
Email: sales@jjbodies.com
www.jjbodies.com

Distributed by:

ISO 9001:2015 Certified

The radius sides are designed to absorb impact and maximize 
volume.

The Air High Lift Tailgate option prevents tailgate damage from large objects and functions as a conventional 
tailgate for standard dumping applications.
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BODY LENGTH

SIDE 13 14 15 16 17 18 19 20

42 12/14 13/15 14/16 15/18 16/19 17/20 18/21 19/22

48 14/16 15/17 16/19 17/20 18/21 19/22 20/24 21/25

54 15/18 17/19 18/21 19/22 20/23 22/25 23/26 24/28

60 17/20 19/21 20/23 21/24 23/26 24/27 25/29 27/30

66 19/21 20/23 22/25 24/26 25/28 27/30 28/31 30/33V
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Lengths: 13' to 20'.
Side Panels & Bulkhead: 3/16” steel
Floor: 1/4" floor with radius corners.
Understructure: Crossmemberless 
design, rubber dampening cushion.
Cab Protector: Full width or dual offset, 1/4, 
1/2, 3/4, or full length.
Tailgate: Conventional, combination, or high 
lift.
Hydraulic System: Front mount telescopic 
cylinder, PTO & pump, 3-line safety system, 
variety of controls and instrumentation to 
suit requirements.

Lighting: Meets FMVSS 108 guidelines, 
LED standard, variety of configurations and 
warning modules available.
Paint: Full body shot blast: SPC 6 cleanliness, 
1.5-2.0 mil blast profile, Sherwin Williams  
Genesis Automotive paint standard.
Popular Options: Manual or Electric Tarpers 
Tool Boxes ·  Shovel Brackets ·  Additional 
Ladders · Coal Doors ·  Spreader Apron

*Standard specifications may vary according to customer’s 
preferences and requirements. Many options available. 
Call your J&J sales representative today!

STEEL STANDARD SPECIFICATIONS*

SPECIFICATIONS & DIMENSIONAL DATA FOR  
               SEMI-ELLIPTICAL DUMP BODIES

For a complete list of options, 
call J&J today!

The Right Steel for Your Body.


